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Abstract

We show that a single stuck-at fault in a non-redundant delay-insensitive
circuit results in a transition either not taking place or firing prematurely, or
both, during an execution of the circuit. A transition not taking place can
be tested easily, as this always prevents a transition on a primary output
from taking place. A premature firing can also be tested but the addition
of testing points may be required to enforce the premature firing and to
propagate the transition to a primary output. Hence all single stuck-at
faults are testable. All test sequences can be generated from the high-level
specification of the circuit. The circuits are hazard-free in normal operation
and during the tests.

1 Introduction

A circuit is said to be delay-insensitive when its correct operation does not
depend on propagation delays in wires and operators. Such a circuit is
asynchronous since no clock can be used for the sequencing of operations.
Traditional methods for testing synchronous circuits partition the circuit
into pieces of combinational logic that can be tested separately [1, 3]. Such
methods would be too expensive in terms of the size of the testing circuitry
because of the high ratio of state-holding elements to combinational elements
in delay-insensitive circuits.

A difficulty traditionally attached to testing delay-insensitive circuits is
the problem of testing for hazards and critical races [3]. However, delay-
insensitive circuits can be and should be designed without introducing races
and hazards. Not only does such an approach eliminate the problem of races
and hazards (which, incidentally, also plagues the testing of synchronous
circuits), but it also imposes a “conservative” design style in which each
transition on a variable has to be acknowledged by a transition on another
variable. As we shall see, this requirement makes it possible to test single
stuck-at faults simply.

In the following sections, we first define delay-insensitive circuits. Next,
we introduce the single stuck-at fault model. We define when a fault is
testable, and we derive a test for a circuit from the specification that the
circuit implements. We show that with such a test, all faults on outputs of
gates and most faults on inputs of gates are testable, as they cause the circuit



to halt. We demonstrate that the faults on inputs of gates that do not cause
the circuit to halt are also testable, as they cause certain transitions to fire
prematurely. Observing such premature firings may require the addition of
testing points.

Since the testing method requires no delay assumption, the results should
extend readily to other models of asynchronous circuits [2, 8, 9].

2 Delay-Insensitive Circuits

A delay-insensitive circuit is a collection of combinational and state-holding
gates and their interconnections (wires and forks). Delays are arbitrary, with
the exception of the delays associated with so-called isochronic forks. For
an isochronic fork, the differences in propagation delays in the branches of
the fork are assumed to be less than a gate delay. Because of this delay as-
sumption, these circuits are sometimes referred to as quasi-delay-insensitive
[7]-

A gate is described as a pair of production rules. A production rule
(PR) consists of a boolean expression (the guard) and an assignment of the
output of the gate to either true or false. (A change of value of a variable
as a result of an assignment is called a transition.) If the guard of a PR
evaluates to true and remains true, then the PR fires, i.e., the corresponding
output transition takes place. The assignment of true to z is written 21 and
is called an up-transition; the assignment of false to z is z| and is called a
down-transition.

In the rest of the paper, we will assume that a guard is in disjunctive-
normal form, that is, it is either a literal, a term, or a disjunction of terms.
A literal is a variable or its negation; a term is a conjunction of literals.

For instance, the PRs for the NAND gate with inputs z and y, and
output z are z Ay +— z] and -~z V -y — z7. If 27 fires in a state where -z
holds, the firing is said to be effective; otherwise it is vacuous. In the sequel,
we shall only consider effective firings of PRs.

We require that the guards of the PRs of a gate be mutually exclusive.
This is known as non-interference. Also, if the guard of a PR evaluates to
true, then the guard must remain true until the firing is completed. This is
known as stability. Non-interference and stability of PRs guarantee that the
circuit is free from races and hazards [6]. (Non-interference can be a property
of either the gate or the circuit; stability is a property of the circuit.)

We call the input and output variables of the circuit primary inputs and
primary outputs so as to distinguish them from inputs and outputs of gates.
A circuit is an implementation of a specification.

Definition 2.1 A specification is a set of partial orders of transitions on
the primary inputs and the primary outputs of the circuit.

We use a program notation called handshaking ezpansion to describe the
specification of a circuit, but any other notation can be used. In our nota-



tion, the transitions on input and output variables are explicit assignment
commands, but the circuit only “observes” the transitions on input vari-
ables by a wait action. A wait for a boolean expression B to become true
is denoted [B]. The control structures used in the paper are the semicolon
to sequence two actions, and the infinite repetition of an arbitrary program
part S, denoted *[S5].

Example 2.1 The following circuit, known as a D-element, is used in con-
trol circuitry to implement basic sequencing of communications [4]. It has a
left channel, with input li and oulput lo, and a right channel, with input i
and output ro. Its specification is:

*[[l1]; loT; [ld]; roT; [ri; rol; [-ri); lo]].

An internal variable, u, is needed in the implementation so that each
state of the system can be uniquely identified in terms of the values of the
variables. The specification extended with the internal variable gives:

*[[l2]; uT; [u]; LoT; [li]; roT; [rd]; w |5 [-u); ro s [-ri]; lo]).

(This extension of the specification is usually called a handshaking expan-
ston of the circuit. There are several ways to insert the internal variable
assignments in the specification.)

2.1 Environment

A circuit defined by its handshaking expansion, in general, does not con-
stitute a complete, functional system: The primary inputs need to be set
and reset by another component called the environment of the circuit. We
describe the environment as another handshaking expansion whose primary
inputs and primary outputs are the primary outputs and primary inputs of
the circuit, respectively.

For instance, a possible environment for the D-element is the handshak-
ing expansion:

*[1iT; [lo]; i |; [ro]; rit; [=rol; ri |5 [-lo]].

If the circuit is correct, there is at least one environment such that
the circuit and the environment together constitute a deadlock-free, non-
terminating (closed) concurrent system.

2.2 Acknowledgment Property and Isochronic Forks

In order to implement stability, the complete system consisting of a circuit
and its environment must fulfill the following Acknowledgment Property.



Property 2.1 (Acknowledgment) FEach transition on the output of a gate
causes a transition on the output of another gate. The second transition is
the acknowledgment of the first one.

Since the environment can observe only the primary outputs of the cir-
cuit, each transition on a primary input is followed by a transition on a
primary output after a finite sequence of transitions on internal variables.

In this paper, we postulate that any execution of the circuit is either
non-terminating or terminates with a transition on a primary output.

The Acknowledgment Property does not guarantee that each transition
on an input is acknowledged. (In [7], it has been shown that requiring
that all transitions—both input and output—be acknowledged restricts too
drastically the class of circuits one can build.)

Consider a gate g with output z; g is directly connected to n, n > 1,
gates g1,92,...,gn, by a fork with input z and n outputs 21,22, ..., zn. Let
ul,u2,...,un be the outputs of g1, ¢2,..., gn, respectively.

The fork is defined by the two PRs:

z — z11,...,2n7
-z — zl],...,zn]|.

According to the Acknowledgment Property, a transition on z need only
cause a transition on a single u, say ul. But by construction of the fork,
a transition on z causes a tramsition on each of the zi variables. Hence,
transitionson 22, ..., 2n are not acknowledged by a transition on the outputs
of the gates g2,...,gn, respectively. But we need to guarantee that the
transitions on 22,...,zn are completed before the following transition on z
takes place. We therefore introduce a delay assumption in the definition of
certain forks called isochronic forks.

Definition 2.2 (Isochronic fork) In an isochronic fork, the differences in
delays between the branches of the same fork are small enough compared to
the delays in other gates that when a transition on one of the branches of
the fork has been acknowledged, we may assume that the transitions on all
branches are completed.

(A delay assumption like that of isochronic fork is necessary and sufficient
to construct all circuits of interest [7].)
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Figure 1: Circuit for the D-element

2.3 Symmetrization and Redundant Terms

Let us return to the example of the D-element. A circuit that implements
the specification of the D-element has the PRs:

LiA-ri — ul
uVri — lol
SliAu — rof
riA=ll — ul
~uVI — rol
“rtA-u — lo|

The circuit is shown in Figure 1. For a proof that these PRs implement the
specification, see [6]. Usually, for the sake of simplicity, the same variable
is used in the production-rule description for the input and output of a
wire and for the input and outputs of a fork, as in the above description
of the D-element. This description is detailed enough to check that the
Acknowledgment Property is fulfilled: We check that each assignment on
the output variable of a PR is necessary for the guard of the following PR
to become true.

Of particular interest are the second and fifth PRs. As they both contain
a disjunction, the guard of each of them can become true as a result of either
of the two terms in the disjunction becoming true. However, in the actual
operation of the circuit, the guard of the second PR fires effectively only when
u is true, and the guard of the fifth PR fires effectively only when w is false.
The guard of the second PR could be replaced with just u and that of the
fifth PR with just —u. The disjunctive form of the guards has been used in
this implementation of the circuit so that the two gates can be implemented
as combinational gates. This transformation is called symmetrization.

Symmetrization is the following transformation. Consider the two PRs

Ay — 27
b A e 4 Zl



as part of a PR set implementing a specification. If we can prove that in
any state in which the second PR can fire—i.e. in any state where -z A z
holds—y also holds, then we can safely replace gnard -z with —zV-y. Indeed
-z V ny =~ in all states where the PR can fire. The term (here —y) thus
added is called a redundant term since it never causes the PR to fire, and
the transitions y | are said to be silent since they are never acknowledged.

2.4 Production-Rule Representation with Input Variables

In order to analyze which transitions on input of gates are acknowledged, we
have to refine the PR representation of the circuits. For instance, the circuit
for the D-element contains three forks: the fork with input /i and outputs /1
and [2, the fork with input 7¢ and the outputs 71 and 72, and the output u
of the C-element forking to the AND-gate with input u1 and to the or-gate

with input u2. We extend the PR representation so as to include transitions
on the branches of the forks:

i — 17,127
RA-rl - uf
u o~ ulf,u27
ulvr2 — lof
-l o~ 11],12)
-SllAu2 — rof
rt — 717,727
rIA=I2 — ul
~u - ull,u2]
~u2VIl — ro|
-t — rl],r2]
T2A-ul — lo|

We can now check that all transitions on inputs are acknowledged, except
transitions /1T and transitions 721, which are never acknowledged. Hence
the fork with input /¢ and the fork with input i have to be isochronic, and
the up-transitions on /1 and the up-transitions on r2 are silent.

Observe that an isochronic fork need not have silent transitions on one
of its branches. It is often the case, in particular with circuits that handle
data, that for a certain value of the data, one branch of an isochronic fork
has an acknowledged transition, and for another value of the data another
branch of the fork has an acknowledged transition. However, the fork still
requires the isochronicity assumption, to guarantee stability.

2.5 Non-redundancy

We assume that circuits are not redundant.

Definition 2.3 Let circuit C be an implementation of specification §. A
gate in C is redundant if the circuit still implements S after replacing an



input of the gate with either true or false. Circuit C is redundant if there
is a redundant gate in C.

The circuit for the D-element derived above is not redundant although it
contains PRs with redundant terms. Hence, a circuit containing PRs with
redundant terms need not be redundant.

3 Testing for Stuck-at Faults
3.1 The Stuck-at Fault Model

The fault model we use is the single stuck-at fault model. A faulty circuit is
modeled as having a single static fault. A variable can be either stuck-at-0
(permanently at a low voltage) or stuck-at-1 (permanently at a high voltage).
For a fork, each branch can be stuck-at-1 or stuck-at-0 independently of the
other branches and the input of the fork. Hence, a fork branching to n gates
(n > 1) contributes 2(n + 1) different single stuck-at faults [1, 3].

The following example shows that a fault on the input of a fork and the
same fault on one of the outputs of the same fork do not lead to the same
circuit.

Example 3.1 Consider the circuit for the D-element. If the output u of the
C-element is stuck-at-0, then we replace each occurrence of u by false in the
PR set and reduce boolean expressions:

rt — lo]
-rt — lo|

In addition, ro and u are both permanently false.

If input u of the gate with output ro is stuck-at-0, then replace u with
false in the PRs for ro:

lin=-ri - ul
uVri — lol
re ANl = ul
“rtA-u = o]

Output ro is permanently false. Hence, the two faults do not result in iden-
tical circuits.

3.2 Inhibited Transitions and Premature Transitions

The effect of a stuck-at fault on the output of a gate is straightforward.
Let z be the output of a gate. If z is stuck-at-1, no transition z | can take
place. We say that z stuck-at-1 inhibits all transitions z |, and similarly, 2
stuck-at-0 inhibits all transitions 2 1.



But the effects that a stuck-at fault on the input of a gate has on the
output of the same gate are more complex. Such a fault may inhibit tran-
sitions on the output, and/or cause transitions on the output to become
enabled in an illegal state. In the latter case, we say that the transitions are
prematurely enabled. If a transition indeed fires in an illegal state, we say
that it fires prematurely.

Theorem 3.1 Let 2 be an input variable of a gate, g. Then, at least one of
the following two cases holds (B is an arbitrary boolean expression).

1) x A B is a non-redundant term in the guard of a PR of g. In this case,
x stuck-at-1 causes some transitions on the output of g to be prematurely
enabled, and z stuck-at-0 causes some transitions on the output of g to be
inhibited.

2) ~zAB is a non-redundant term in the guard of a PR of g. In this case,
z stuck-at-0 causes some transitions on the output of g to be prematurely
enabled, and x stuck-at-1 causes some transitions on the output of g to be
inhibited.

Example 3.2 Consider the C-element defined by the PRs:

Ay — 2]
Sz ANy oz

T stuck-at-0 causes all zT transitions to be inhibited, and all z | transitions to
be prematurely enabled. = stuck-at-1 causes all z| transitions to be inhibited,
and all z1 transitions to be prematurely enabled.

Consider the AND gate defined by the PRs:

ANy — 2z
Sz VoY — oz

z stuck-at-0 causes all z T transitions to be inhibited, and some of the z |
transitions to be prematurely enabled if the term —z is not redundant.

T stuck-at-1 causes all 21 transitions to be prematurely enabled, and some
z | transitions to be inhibited if the term -z is not redundant.

Observe that, if the term -z is redundant, then z stuck-at-1 will not
cause any transition to be inhibited. Hence the circuit may not halt as the
result of such a fault.

Proof: Consider a gate g with input z and output 2. The most general
form for the PRs of g is:

(zANBO)V (-2 AB1)VB2 +~ 21
(zACO)V(m2ACL)VC2 +— =z|

where the B and C expressions do not contain z.



Some of the terms may be redundant, if they have been added for sym-
metrization. But, since the circuit is not redundant, at least one term con-
taining  is not redundant, for instance x A B0, and 2 A B0 #Z B0 in the states
where -z holds. Hence, there is at least one state, say S, in the computation
where —z is true, and z A B0 is true.

We first show that A B0 is the only true term in §. The terms of the
other PR are not true because of the non-interference requirement; -z A B1
is obviously not true since z is true; and B2 is not true either: B2 also
holding would violate either the non-redundancy of the term z A B0 or the
stability of the PR.

Because of stability, the PR fires in S in the correct circuit. Hence, if z is
stuck-at-0, the guard reduces to false, and the firing of PR cannot take place,
i.e., those transitions 2T that fire in § in the correct circuit are inhibited in
the faulty circuit.

If z is stuck-at-1, 2 A BO reduces to BO. Then, necessarily, the number of
states in which the PR can fire has been increased. Otherwise, we would have
B0 = 2 A B0 in all states where -z holds, which we have excluded. Hence,
there is a state in which the transition of the PR is enabled prematurely. O

Hence, any fault in a non-redundant circuit results in an incorrect cir-
cuit, since a transition is either inhibited or prematurely enabled. The test-
ing problem is to find an environment in which the faulty circuit behaves
differently from the correct one, i.e., causes a sequence of transitions on the
primary inputs and outputs that violates the specification.

3.3 Tests and Testability

Definition 3.1 A test of a circuit C is a finite execution of an environment

of C.

In order to detect a stuck-at fault on each variable of C, the execution
of C' with the test must cause an up- and a down-transition on each variable

in C.

Definition 3.2 Let circuit C implement specification S, and let C' be iden-
tical to C, except that C' has a single stuck-at fault. This fault is detected by
a test T if the ezecution of C' together with T causes a sequence of primary
output transitions that is not consistent with S, i.e., either a primary output
transition fires prematurely or it is inhibited.

When a transition on a primary output never takes place where such a
transition is expected in the specification, the circuit, or a part of it, has
halted indefinitely.

For example, a test for the D-element is li {;[lo]; I |; [ro]; ri 1; [~ro]; ré |
; [7lo]. Repeating this sequence any number of times is also a test. Observe
that the test is indeed a prefix of the environment for the D-element described
earlier.





















